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AHHOTALIUA

HannoHanbHbIM TEXHUYECKUN YHUBEPCUTET Y KpanHbl «KueBCKui
NOJINTEXHUYECKNUN NHCTUTYT UM. Mropst CHKOPCKOTo »

Bo Bpems mpoxoxkaeHus NPAKTUKU O3HAKOMWIICS C IIPUHIUIIOM JACHCTBUA U
KOHCTPYKIUSIMHA J103aTOPOB.

[To meToly 103UpOBaHUs MAaTEPUAJIOB J103aTOPHI OAPA3IEISAIOT HA 00bEMHBIE,
BECOBBIE, IITHEKOBBIE J103aTOPHI U MACCOBBIE J103aTOPHI.

[To npuHnMy paboThl 103aTOPHI ACTATCA HAa IUKIUYHBIE U HETIPEPHIBHOTO
nevictBus. [{lUkIn4HbIE 103aTOPBI OTMEPUBAIOT 33JJAHHYIO MACCy WJIN 00bEeM
MOPIIMU MaTepurala, 3arpykaeMoro B MEpHbI OyHKEp, U MOCIe pa3rpy3Ku
MOBTOPSIOT LUKJI. [[03aTOpBI HEMPEPHIBHOTO AEHUCTBUS BBIAAIOT HEMTPEPHIBHBIM
IIOTOKOM Marepual C 3aJaHHbIM 3HaYCHUEM MPOU3BOIUTEILHOCTH.

[To ciocoOy ynpasiieHust 103aTOPbI OBIBAIOT C PYYHBIM, TTOJTyaBTOMATHYECKUM
JACTAaHIIMOHHBIM U aBTOMAaTHYECKUM YITPABJICHUEM.
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During the passage of practice, | got acquainted with the principle of action and the
designs of dispensers.

By the method of dispensing materials, the dispensers are divided into volumetric,
weight, screw and mass dispenser.

According to the principle of operation, the dispensers are divided into cyclic and
continuous operations. The cyclic dispenser devices measure a predetermined mass
or volume of a batch of material loaded into the measuring hopper, and after the
unloading the cycle is repeated. Dispensers of continuous action are issued by a
continuous flow material with a given performance value. By the way of control,
dispensers come with manual, semi-automatic remote and automatic control.



