AHoOTALIA

Cucrema JazepHHUX JAJIEKOMIPIB HA JAHUUN Yac € aKTyaJlbHOIO TEMOIO JJIs
TENEePIIIHBOTO KUTTS. Jly’Ke 4acTo MpHu BUMIPIOBaHHI PO3MIpiB KIMHAT a00 IIIUX
NPUMIIIEHh MM CTHKAEMOCH 3 TIPOOJIEMOIO IMJIBHINEHOI 3aTpaTd dYacy, 1 B
MaOyTHbOMY  MpOOJEMAaTHYHOrO  OyJIyBaHHS  KpECJIeHHS  KIMHAT, 5Kl
BUMIpIOBaNUCH. [1i/1 yac nmpoBeneHHs NEePETUIIOMHOI TPAKTUKU OYIIH PO3TIISHYTI
NUTaHHS, SKI TOB’s3aHI 3 Ja3epHUMHU JaJIEKOMIpaMH, Ta MOJKIIHUBICTIO
CIIPOEKTYBAaTH CHCTEMY TaKHX JAJICKOMIpIB, SKI 3MOXXYTh CAMOCTIHHO 3HATH JaHi
PO MPUMILIEHHS, PO3MIPH SIKOTO HaM NOTPIOHO B3HATH.

[Ipouiec 3iiomMku Oyze MOBHICTIO aBTOMAaTHU30BAaHHM, a y4acTh OIleparopa
3BOJUTHUMETHCS JIUIIIE 0 MIATOTOBKH CUCTEMH J0 POOOTH.

JlazepHi ganekomipu € HaMOUTBII TOYUHUMHU Ta ONEPATUBHUMU MPHIIAIaMU
JUTsl OTpUMaHHs 1H(opMaIlii mpo po3Mipu TPUMIIIICHHS.

Byno po3misiHyTO BEIMKY KUIBKICTH JIa3epHUX JAJICKOMIPIB Ta Ja3epHUX
CKaHepiB, ISl MiA00py Ta BHUpaxyBaHHS HAHOUIBIIT ONTHUMAJIBLHOIO BapiaHTy

JIA3ePHOTO0 JAJIEKOMIpPY, KU Oy/ie BUKOPUCTOBYBATUCH Y CUCTEMI.



Annotation

The system of laser rangefinders is now the hot topic for the present life.
Very often, when measuring the sizes of rooms or entire premises we face the
problem of high cost of time and in the future problematic construction drawing
rooms that are monitored. During the pre-diploma practice addressed issues related
to laser range finders, and the ability to design a system of range finders that will
be able to remove the data room, the size of which we have to found.

Recording will be fully automated and human intervention system limited
only to prepare the system for operation.

Laser rangefinders are the most accurate and available devices for obtaining
information on the size of the room.

It was considered a large number of laser rangefinders and laser scanners for

selection and the best option deduction laser rangefinder to be used in the system



