Summary

Topic individual tasks: calculation and development of parts with variable step
for threading a barrel. The complexity problem is that at the beginning of the wait
thread, then the variable and constant again. Variable thread count formula Sqrt (R »
2-x ”~ 2). Dovzhynapershoyi level of constant pitch 800 mm, 910 mm second link
with a different step and the third 300 mm. To build the 3D models needed to
calculate values of 98 and use the program Solidworks. Also part was performed as

working drawings for production and transmission master

AHoTalis

Tema iHauBifyansHOro 3aBIaHHA: PO3PaxyHOK i po3pobka aerani 3i 3MiHHHUM
KPOKOM [nsl HapizaHHs pi3sOu B ctBONi. CKJIAJHICTh 3aBAaHHA B TOMY LIO Ha
noyarky pi3sba noctid, moriM 3MiHHa i 3HOBY mocTiiiHa. 3MiHHY Ppi3b0y
po3paxoByeMo 3a (opmynoto Sqrt(RA2-x2). [loBkuHa Mepuiol JaHKH 3 NOCTiHHUM
kpokoM 800 MM, npyroi naHku 910 MM 3 pi3HUM kpokoM i Tpetboi 300 mMm. [ins
nobynosu Mozxeni B 3D morpi6Ho Gyno po3paxysatd 98 3HauyeHb i BHKOPHCTATH
nporpamy Solidworks. Takox fgerans Oyna BukoHaHa Ak poGode KpecieHHs Ans

nepejavi MalCTpy i BATOTOBJIEHHA



